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Certification Mark:

 
Product: Fitness Equipment

Outdoor Fitness equipment

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the testing and certification regulations of TÜV SÜD Group have to be complied. For 
details see: www.tuvsud.com/ps-cert

Test report no.: 713282363-12

Valid until: 2028-07-25

Date, 2023-08-14

( Jens Biesenack )
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Model(s): TSV001, TSV001-1, TSV002, TSV003, 
TSV004, TSV005, TSV005S, TSV007, 
TSV012, TSV013, TSV013-1, TSV014, 
TSV014-1, TSV015, TSV100, TSV202, TSV205
 

Parameters:                          Posts 98 x 98 mm and 210 x 210 mm:
                                                       laminated wood, aluminium (AL), galvanized steel.
                                                       Platforms: laminated wood, hotspray lamination (MF),
                                                       weatherproof plywood. Climbing ropes: PP covered steel wire.
                                                       Panels and walls: plywood/ PE plastic (PE).                                     

   

TSV001       L/W/H: 3.39 / 0.09 / 2.82 m
TSV001-1    L/W/H: 2.29 / 0.09 / 2.82 m
TSV002       L/W/H: 2.54 / 0.70 / 1.32 m 
TSV003       L/W/H: 2.29 / 0.10 / 0.67 m 
TSV004       L/W/H: 2.29 / 2.85 / 1.12 m
TSV005       L/W/H:  2.54 / 0.99 / 2.67 m 
TSV005S     L/W/H: 2.55 / 1.01 / 1.62 m
TSV007       L/W/H: 6.37 / 1.20 / 0.67 m
TSV012       L/W/H: 2.44 / 3.32 / 2.37 m
TSV013       L/W/H: 5.12 / 1.98 / 2.36 m
TSV013-1    L/W/H: 5.09 / 2.27 / 2.36 m
TSV014       L/W/H: 4.42 / 3.19 / 2.37 m
TSV014-1    L/W/H: 3.33 / 3.18 / 2.36 m
TSV015       L/W/H: 1.20 / 0.62 / 2.36 m
TSV100       L/W/H: 3.30 / 2.00 / 2.22 m 
TSV202       L/W/H: 1.50 / 0.73 / 2.54 m
TSV205       L/W/H: 6.00 / 0.56 / 1.50 m 

Tested 
according to:

EN 16630:2015


