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Product Service

CERTIFICATE

No. Z2 066213 0147 Rev. 00

Holder of Certificate: Tiptiptap OU

Iru, Joelahtme vald
Saha-Loo tee 8
74206 Harjumaa
ESTONIA

Certification Mark:

EN 1176

tuvsud.com/ps-cert

Product: Playground equipment

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition, the certification holder must not transfer the certificate to
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable
requirements of the testing and certification regulations of TUV SUD Group have to be complied. For
details see: www.tuvsud.com/ps-cert

Test report no.: 713282363-03
Valid until: 2028-09-05
Date, 2023-09-14 /]
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( Jens Biesenack )
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Product Service

CERTIFICATE

No. Z2 066213 0147 Rev. 00

Model(s): AMLO003, IPK101, IPK102, IPK103, IPK201,
PK202, IPK203, IPL601, IPL602, IPR801,
IPR802, LK01, LK01-1, LK16, LK20,
LK21, LK30, LK31, LK32, LK40, LK63,
LKLO001, LKL002, LKL003, LKL004,
LKLPO1, LKV001, LMKO001, LMK100,
LMK101, MKO01
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Parameters:
Playground equipment laminated wood, hotspray lamination,
plywood/ HDPE plastic, aluminium,galvanized steel
AMLO03 L/W/H:3.00/3.00/0.22m
IPK101  L/W/H:1.26/0.96/0.76 m
IPK102  L/W/H:1.25/0.93/0.76 m
IPK103  L/W/H:1.25/0.93/0.70 m
IPK201  L/W/H:1.23/0.93/0.70 m
IPK202  L/W/H:1.26/0.96/0.70 m
IPK203  L/W/H:1.23/0.93/0.70 m
IPL601  L/W/H:0.50/0.50/0.50 m
IPL602  L/W/H:1.00/0.55/0.50 m
IPR801 L/W/H:2.20/2.20/0.74 m
IPR802 L/W/H:2.20/2.20/0.74 m
LKO1 L/W/H: 4.00/0.50/0.66 m
(n5| LKO1-1  L/W/H:2.56/2.00/0.66 m
;r';('uj LK16 L/W/H: 1.60/1.60/0.39 m
ENT= LK20 L/W/H: 2.00/2.00/0.39 m
HI’E’ LK21 L/W/H: 3.20/2.38/0.34 m
LK30 L/W/H: 3.00/3.00/0.39 m
Y 3 LK31 L/W/H: 3.26/2.83/0.33 m
LK32 L/W/H: 3.98/3.56/0.39 m
L LK40 L/W/H: 4.00/4.00/0.39 m
[ LK63 L/W/H: 6.00/3.00/0.39 m
< LKLOO1  L/W/H:0.50/0.50/0.52 m
Q LKLO02 L/W/H:0.77/0.77/0.40 m
: LKLO03 L/W/H:1.57/1.55/0.53 m
p— LKLO04 L/W/H:1.55/1.45/0.81m
= LKLPO1 L/W/H:1.11/0.99/0.50 m
s LKV001 L/W/H:1.53/1.53/1.86 m
L LMKO01 L/W/H:3.14/3.12/1.72m
(4] LMK100 L/W/H:2.20/2.00/1.82m
LMK101 L/W/H:3.78/3.00/2.74 m
L 2 MKO1 L/W/H: 2.55/0.63/0.98 m
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: Tested EN 1176-1:2017
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TUV SUD Product Service GmbH « Certification Body ¢ Ridlerstrale 65 + 80339 Munich * Germany




