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Iru, Jõelähtme vald
Saha-Loo tee 8
74206 Harjumaa
ESTONIA

Certification Mark:

 
Product: Seesaw

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the Testing, Certification, Validation and Verification Regulations of TÜV SÜD Group 
have to be complied. For details see: www.tuvsud.com/ps-cert

Test report no.: 713319070-01

Valid until: 2029-09-17

Date, 2024-10-10

( Jens Biesenack )
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Model(s): KK3, PV011, VL59, VL60, VL61, VL62, VL63, 
VL64, VL66, VL67

Parameters:

Materials: 15 mm and 19 mm HDPE plastic, 
painted laminated wood, plastic covered laminated wood, 
hot-dip galvanized and powder coated springs, 
weatherproof plywood, hot-dip galvanized steel frames. 
Ground fixings are made of hot-dip galvanized steel 
and as a standard solution concreted into the ground. 

VL59 L/W/H: 0.92 / 0.32 / 0.73 m 
VL60 L/W/H: 0.94 / 0.32 / 0.90 m 
VL61 L/W/H: 1.01 / 0.34 / 0.69 m 
VL62 L/W/H: 1.01 / 0.43 / 0.90 m 
VL63 L/W/H: 0.94 / 0.35 / 0.83 m 
VL64 L/W/H: 2.02 / 1.13 / 1.15 m
VL66 L/W/H: 1.30 / 0.32 / 0.87 m 
VL67 L/W/H: 1.96 / 1.07 / 1.47 m 
PV011 L/W/H: 0.50 / 0.50 / 0.55 m 
KK3 L/W/H: 3.40 / 0.93 / 1.25 m 

Tested 
according to:

EN 1176-1:2017/A1:2023
EN 1176-6:2017/AC:2019


